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LED DOWNLIGHTS

LED

By Sky Energy

THE POWER

OF OUR FUTURE

LED downlights are
used widely for gen-
eral ambient lighting
in homes, offices and
public facilities.

Type

LED Recessed Downlight
Trim

Housing

Diffuser

Reflector

Beam Angle

Ceiling Cut

Heat Sink

LED

Power Unit

Service Life

DL-LD2711
Adjustable Angle

Aluminum die cast
(White matte painted)

Aluminum (matt white painted)
Clear tempered glass
Square+frost (1070AL)

22°

86 mm

Aluminium extrusion (black finish)
Sharp Zenigata 14 Watt
Warm Color : 3000K
Luminous Flux :1057 lumens.
14 Watt

V Input : 120 ~ 277VAC

V output : 35~ 42 VDC
Output current : 700 mA
Current Ripple : < 10%.
(Driver packed separately)
Non-Dimmable.

40.000 Hours.

Manufactured : By PT. Sharp Semiconductor Indonesia
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DL-5979
Fixed Angle.

Aluminum die cast
(Painted - WG Matt White)

Steel (Matt white Painted)

Clear Tempered Glass in the middle

Stripe facet+clear facet (1090AL)
15° (Other option 22°, 30°).

142 mm

Alum. Extrusion (Anodized Black)
Sharp - Zenigata 22 Watt

Warm Color : 3000K

Luminous Flux : 1700 lumens.
22 Watt

V Input : 120 ~ 277VAC

V output : 35~ 42 VDC

Output current : 320 mA
Current Ripple : < 10%.

(Driver packed separately)
Non-Dimmable.

40.000 Hours.

Energy Indonesia

DL-LD3304

Fixed Angle.

Aluminum die cast
(Painted - WG Matt White)

Steel Spinning (Matt black Painted)

Clear tempered glass (Option : Frosted glass)
Square +frost (1070AL)-1021

45° (Other option 22°, 30°).

68 mm

Alum. Extrusion (Anodized Black)

Sharp Mini-Zenigata 13 Watt

Warm Color : 3000K

Luminous Flux : 957 lumens.

6" 10 Watt

VInput : 120 ~ 277VAC

V output : 35~ 42 VDC

Output current : 320 mA

Current Ripple : < 10%.

(Driver packed separately)

Non-Dimmable.

40.000 Hours.
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Type

DL-LD4019

DL-LD5311

LED Recessed Downlight

Fixed Angle

Adjustable Angle

Double Aluminum die cast

Steel (matt white painted)

frim (White matte paint) Aluminum die cast (White matte paint)
Housing Steel (matt black painted)
Diffuser Clear tempered glass Clear tempered glass
Reflector Strip + Frost facet (1090AL) Pebble facet (1090AL)-
Beam Angle 66° 10°
Ceiling Cut 142 mm 150 mm
Heat Sink Alum. Extrusion (Anodized Black) Aluminium extrusion (black finish)
LED Sharp Mini-Zenigata 11 Watt Sharp Zenigata 22 Watt
Warm Color : 3000K Warm Color : 3000K
Luminous Flux : 1100 lumens. Luminous Flux :1700 lumens.
Power Unit 11 Watt 10 watt / 22 Watt
VInput: 120 ~ 277VAC V Input : 120 ~ 277VAC
V output : 35~ 42 VDC V output : 35~ 42 VDC
Output current : 320 mA Output current : 700 mA
Current Ripple : < 10%. Current Ripple : < 10%.
(Driver packed separately) (Driver packed separately)
Non-Dimmable Non-Dimmable
Service Life 40.000 Hours 40.000 Hours
Type DL-LD220 DL-LD6900
LED Recessed Downlight Fixed Angle Adjustable Angle

Aluminum die cast

Aluminum die cast

frim (White matte paint) (White matte paint)
Housing Aluminum die cast (White matte paint) Steel (matt black painted)
Diffuser Clear tempered glass (Option : Frosted glass) Clear tempered glass
Reflector Frosted+Square 1070AL Pebble facet (1090AL)-
Beam Angle 45° (Other option 22°, 30°). 29° (Other option 47°).
Ceiling Cut 80 mm 135 mm
Heat Sink Aluminium extrusion (black finish)
LED Sharp Mini-Zenigata 13 Watt Sharp Zenigata 18 Watt / 22 Watt
Warm Color : 3000K Warm Color : 3000K
Luminous Flux : 957 lumens. Luminous Flux : 1390 / 1700 lumens.
Power Unit 13 Watt 18 Watt / 22 Watt
VInput: 120 ~ 277VAC V Input : 120 ~ 277VAC
V output : 35~ 42 VDC V output : 35~ 42 VDC
Output current : 320 mA Output current : 320 mA
Current Ripple : < 10%. Current Ripple : < 10%.
(Driver packed separately) (Driver packed separately)
Non-Dimmable Non-Dimmable
Service Life 40.000 Hours 40.000 Hours
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