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LED T8 TUBE LAMP
HIGH PERFORMANCE

4 FT TUBE (1200mm)
SIZE PARAMETER
Minimum Maximum
. A (Base face to base face) 1199.4
e B (Base face to end of opposite pin) 1204.1 1206.5
C (End of pin to end of opposite pin) 1213.6
D (Bulb, Outside diameter) 28.0
policarbonate cover
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(Good thermal management) L & L . -
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Wiring Installation (One side wiring)
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SPECIFICATION LED TUBE LAMP (
Model Name GJAT83ID-US GJAT88IP GJAT8AIS
Efficiancy (Lumen/Watt) >130 Im/ Watt (typ) 120 Im/ Watt (typ) 100 Im/ Watt (typ)
Design life Time 40.000 Hours 40.000 Hours 40.000 Hours
Input Voltage 100 - 240 V (AC) 50/60 Hz 200 - 240 V (AC) 50/60 Hz 200 - 240 V (AC) 50/60 Hz
Power Factor 0.95 (Typ) 0.95 (Typ) 0.95 (Typ)
Operating Temp. 0~ 40°C 0~40°C 0~ 40°C
Storage Temperature -10~ 50°C -10 ~ 50°C -10 ~ 50°C
CRI / Beam Angle >80/ 260° >80/120° >80/120°
Housing Polycarbonate Full round Polycarbonate with External aluminum Polycarbonate with External aluminum
with Edge LED driver extrusion bar for cooling extrusion bar for cooling
Waranty Time 2 Years 2 Years 2 Years
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